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5,500 - 7,000# Dexter Torflex Axles Assembly #12

Made to Order

e

Tubing 3.50" Square

Bearings #25580 Inner & #LM67048, 15123 or 14125A Outer

Hub 8 Lug on 6.5" (1/2" studs) . . . .
Optional 9/16" or 5/8" Studs Minimum: 14.00
UTG 5 Spoke Maximum: 30.40"

Brake 12" x 2" Electric Hub Face (A) minus Frame Width (B) must be
12" x 2" Hydraulic between the Min. and Max.

*single servo, duo servo or free backing

Suspension | Rubber Torsion

Lubrication | Grease/EZ-Lube/Qil Bath/Nev-R-Lube
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DEXTER AXLE

Articulation Dimensions
Dimensions are for top mount only. Side mount is .31" higher. Allow 3" bump clearance from full load.

#12 OVERHANG PER SIDE

No Load Full Load Shock Load N Spindle Min. Max.
::IL;TL Bli_;;tel H L H L H L . Short 7.47" 15.20"
450 down | Standard 6.24 4.24 4.30 5.54 | 3.30 5.86 Standard 7.00"  15.20"

Hi-Profile 6.99 4.24 5.05 5.54 4.05 5.86
Standard 4.30 5.54 2.00 6.00 0.96 591

Note: Positive numbers in the H column

22.5% down Tipfile | 5.05 | 554 | 275 | 6.00 | 1.71 5.91 StartAngle i jicate the spindle is BELOW the fop of
Standard 3.04 591 0.70 5.86 -0.30 5.54 / the bracket. Conversely, negative numbers
10°down I Hipofile | 3.79 | 591 | 145 | 586 | 045 | 554 e Locton are ABOVE the fop of the bracket.
o Standard | 2.00 | 6.00 | -0.30 | 554 | -1.22 | 5.06

Hi-Profile 2.75 6.00 0.45 5.54 -0.47 5.06

10°0 Standard 0.96 5.91 -1.22 5.06 -2.05 4.42 ¥ f 1
P Hi-Profile 1.71 5.91 -0.47 5.06 -1.30 4.42 C H\ E c H
° Standard -0.30 5.54 -2.24 4.24 -2.91 3.44 Top of _L ‘ Top of .{ - _
22.5° up - - Bracket
Hi-Profile 0.45 5.54 -1.49 4.24 -2.16 3.44 8 Bracket
B
: P

Full Load Dimensions 10° Dn, 0° 10° Dn, 22.5° Up 22.5° Dn, 45° Dn
Dimensions are for low profile, top mount only. High profile brackets are .75"
higher. Side mount is .31" higher. Allow 3" bump clearance from full load.

45° Down 22.5° Down 10° Down 0° 10° Up 22.5° Up
Tire H B C H B C H B C H B C H B C H B C D E
LT235/85R16 4.3 18.6 11.1 20 163 134 0.7 150 147 -0.3 140 157 -1.2 130 166 2.2 121 17.6 143 154
7.50-16T 43 192 124 20 169 147 0.7 156 160 -0.3 146 17.0 -1.2 13.7 17.9 2.2 127 189 149 16.7

9.50-16.5LT 43 184 109 20 161 132 0.7 148 145 -03 138 155 -1.2 129 164  -22 11.9 174 141 152

These axles available on request

A14 @ 561-863-2220+800-330-1800 @ 561-863-2250°888-330-1888 @ order@expediter.com




