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Track*

Hub Face

Spring
Center

Overall

74.00"

73.50"

46.00"

95.25"

43.00"

92.25"

42.00"

91.25"

40.00"

89.25"

38.00"

87.25"

71.00"

70.50"

70.00"

69.50"

68.00"

67.50"

66.00"

65.50"

* Track assumes a wheel disc thickness of 1/4"

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Standard Specifications

Other axle configurations available on request

10,000# AL-KO Running Gear Assembly (General Duty)
Made to Order

10,000# AL-KO Running Gear Assembly (Heavy Duty)
Made to Order

10,000# Heavy Duty

10,000# Gerenal Duty

8,000#

Track*

Hub Face

Spring
Center

Overall

74.00"

73.50"

46.00"

95.25"

43.00"

92.25"

42.00"

91.25"

40.00"

89.25"

38.00"

87.25"

71.00"

70.50"

70.00"

69.50"

68.00"

67.50"

66.00"

65.50"

* Track assumes a wheel disc thickness of 1/4"

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options

5" O.D. - .250" wall

Oil Bath

#28580 Inner & #25580 Outer

8 Lug on 6.5" - 5/8" studs
Standard flat face, optional coined

12-1/4" x 3-1/2" Self adjusting
Electric or Hydraulic

2-1/2" Slipper Spring
Hanger kits for 42-1/4" or 48-1/4" axle spacing

Standard Specifications

5" O.D. - .250" wall

Oil Bath

#JM511946 Inner & #JM205149 Outer

8 Lug on 6.5" - 5/8" studs
Standard flat face, optional coined

12-1/4" x 3-1/2" Electric or Hydraulic
12-1/4" x 5" Extreme Duty Electric
12-1/4" x 5-1/2" Air

2-1/2" Slipper Spring
Hanger kits for 42-1/4" or 48-1/4" axle spacing


