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Part # Type NoteBearing Size
Inner                  Outer

Seal
Size

Flange
Holes

93124

93126

93128

Fits 2" Pipe (2   " OD)

Square
2 x 2 or 2 x 3

Fits 3" Tube (     " or ¼" wall)

84

84

42

4

4

5

1.719"

1.719"

2.250"

1    "

1    "

1¾"

1     "

1     "

1¼"

The 2" x 2" or 2" x 3" tube is welded 
to the flat surface of the leg of the 
spindle. This spindle allows you to 
achieve a drop from 1¾" to 4¾".

Axle Placement

Drop Spindles

End Units
Pre-assembled hubs and spindles. End units are greased and ready to be welded to axle tubing.

Custom configurations are available. Sold individually. 2 required per axle.

4"

1¾" to 4¾"

Part # Spindle
Part #

Hub
Part #

Bolt
Pattern

Brake
Flange

Capacity Each
(double this figure
for axle capacity)

Grease Fitting
Lubed Spindle

Spindle Stub
Diameter

4506

4507

4505

4505-G

1000

1000

1750

1750

4534

4535

4545

4545G
(Galvanized)

98823

98823

98843

98843

1.25" Round

1.25" Round

1.46" Round

1.46" Round

4 on 4"

5 on 4.5"

5 on 4.5"

5 on 4.5"

No

No

Yes

Yes

No

No

Yes

Yes

93124

93126

4507 4505

3/16

5.500 Drop Clearance  is from center spindle
to center of the tube


