Spindle Collars

4100 ¥" 1D - 1/3" OD x /32" Long

4101 1" ID - 1¥" OD x %s" Long

58876 Wear Sleeve for 3.5K Axle - Stainless Steel, 1.68" ID - 1.72" OD
4101 58878 Wear Sleeve for 5.2-7K Axle - Stainless Steel, 2.16" ID - 2.25" OD

Note: Wear sleeves are intended to replace worn or damaged wear sleeves on axles that already have
wear sleeves. If the original seal surface is damaged, and the axle dd€§ have a wear sleeve, use
Spindle Seal Kits to cover the damaged area and create a new seal surface.

oeare Cotter Pins
34005 " x 1¥4" - Stainless Steel
34007-10 4" x 2" Bag of Ten
34009 0.148" x 1%" HD - Plain Finish
91903 Y4 x 22" Hayes 9-16K - Plain Finish
Grease Fittings
4136 316" Press In
Spring Seats
14112 Square Axle Spring Seat
14112
14134 1%" OD Round Tube
14300 3" OD Round Tube
14500 5" OD Round Tube
Axle Tubing
93238
93201

93201 2" Square Galvanized Axle Tubing; %" Wall; 96" Long

93202 2" x 3" Galvanized Axle Tubing; %" Wall; 96" Long

93238 235" OD - 2" ID Round Pipe; 96" Long
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