FLEXIRIDE® HALF AXLE SYSTEM SUSPENSION MOUNTING DATA

Flexiride Units

FACE

OFFSET

HOLES

o

resistant.

Suspension units are offered in pairs with the capacities
ranging from 550 Ibs to 3,500 Ibs per pair, and are
sold without hubs.

Style B
Flexiride Suspension Units
96100 96103 96105 96107
Style A A B B
Capacity/Pair 550 lbs 935 lbs 1,400 Ibs 2,000 Ibs

Hub Face Offset 4.25 4.25 5.88 5.88
A 8.75 8.75 11.19 13.00
B 7.0 7.0 9.13 9.13
C 6.250 6.250 7.625 7.625
D 2.875 2.875 3.375 3.375
E 3.63 3.63 4.41 4.41

F (See Note 1) 6 for %4 - 24 6 for %¢-24 6 for %5 - 24 6 for % - 24
G 1.00 1.00 1.50 1.50
H (See Note 2) 3.125 2.625 3.50* 3.50*
| 0.875 0.875 1.81 1.81
Arm Centers 4.50 3.50 4.50 4.50
Outer Bearing 44643 44643 44649 44649
Inner Bearing 44643 44643 44649 44649
Replacement Spindle # - - 93123 93123
Base Plate** 96097 96097 96098 96098

Note 1 - All bolts and nuts grade 5 minimum. (Not Included)

Note 2 - Nominal height calculated at zero load

* Adjustable Arm - Starting angle must be within +10 and - 45 from the horizontal load
** Base Plates are sold individually - Order 2 per pair

HUB Allows independent suspension for each wheel. The
suspension is a rubber in Torsion System. This means
the rubber elastomer is working in shear. The unitis a
fully bonded solid rubber unit, i.e. It is effectively water
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