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B31

Special Order 600 lbs To 10,000 lbs Capacity Available On Request - See Section A

3,500 lbs @ 22½° Down

Style A Style B Style C Style D Style E

3,500 lbs @ 25° Down

STANDARD ORIENTATION

REVERSE ORIENTATION

3,500 lbs @ 35° Down

Part # Capacity Spindle Size Hub Face V-Bend
Outside Of

Mounting Bracket
Bracket

Style
Bracket

Orientation
Start
Angle

96120
96121
96122
96123
96124
96125
96126
96131
96141
96139
96140
96133

3,500 lbs
3,500 lbs
3,500 lbs
3,500 lbs
3,500 lbs
3,500 lbs
3,500 lbs
3,500 lbs
3,500 lbs
3,500 lbs
6,000 lbs
6,000 lbs

71"
73"
77"
83"
85"
89"
95"
86"
93"
94"
87"
94"

A
A
A
A
A
A
A
B
E
B
D
C

22½° Down
22½° Down
22½° Down
22½° Down
22½° Down
22½° Down
22½° Down
25° Down
35° Down
25° Down
35° Down
35° Down

R
R
R
R
R
R
R
S
R
S
R
S

54"
56"
60"
66"
67"
72"
78"
74"
80"
82"
72"
80"

None
None
None

3"
3"
3"
3"
3"
3"
3"
3"
3"

1    " x 1     "
1    " x 1     "
1    " x 1     "
1    " x 1     "
1    " x 1     "
1    " x 1     "
1    " x 1     "
1    " x 1     "
1    " x 1     "
1    " x 1     "
1¾" x 1¼"
1¾" x 1¼"

Eliminator Torsion Axles with Quick Change Spindles
(Hot Galvanized)

4-Rubber
Cords

Torsion Arm
Castle Nut

Hub Face/Track Width

Hub Face/Track Width

Outside Bracket Width

“V” Bend

“V” Bend

Tube/Channel/I-Beam

Tube/Channel/I-Beam

Outside Bracket Width

Conical
Washer Cotter

Pin

Eliminator
Removable Spindle
(See page B22 for replacement spindles)

2.0004.000

8.000
9.500

5.500
2.125

9.000
11.500

2.125
5.500

8.000
9.500

6.000

3.5005.500 2.125

8.000
9.500

5.500
2.250

11.500

9.000

5/16" Shock Load
9/16"
Shock Load

1-5/16"
Shock Load

3-9/16"

3-9/16" 3-11/16"

2-7/8"

2-1/4"
2-1/4"

3-7/8"

No Load

4-1/8"

No Load

5"

No Load

1-5/8"
Full Load

1-7/8" Full Load
2-1/8" Full Load

5,200 & 6,000 lbs @ 35° Down

2"
Shock Load

5-7/32"

No Load

3-1/16"
Full Load

6"


