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Galvanized Torsion Axles

Hub Outside Bracket Starting

Capacity Finish Tube Shape Grease Type

Face Bracket Orientation Angle

35TG695622D15 69 56 Standard | 22.0 down | 3500 lbs | Galvanized | 5-4.5 Idler Straight | Zirc in spindle
35TG736022D15 73 60 Standard | 22.0 down | 3500 lbs | Galvanized | 5-4.5 Idler Straight | Zirc in spindle

35TG816822DI15 81 68 Standard | 22.0 down | 3500 lbs | Galvanized | 5-4.5 Idler Straight | Zirc in spindle
35TG847025DV 84 70 Standard | 25.0 down | 3500 lbs | Galvanized None V-Bend | Zirc in spindle
35TG857222DI15 85 72 Standard | 22.0 down | 3500 lbs | Galvanized | 5-4.5 Idler Straight | Zirc in spindle
35TG867225DV 86 72 Standard | 25.0 down | 3500 lbs | Galvanized None V-Bend | Zirc in spindle

35TG867225DVI5 | 86 72 Standard | 25.0 down | 3500 lbs | Galvanized | 5-4.5 Idler V-Bend | Zirc in spindle
35TG938022D15 93 80 Standard | 22.0 down | 3500 lbs | Galvanized | 5-4.5 Idler Straight | Zirc in spindle
35TG938032DVI5S | 93 80 Standard | 32.0 down | 3500 lbs | Galvanized | 5-4.5 Idler V-Bend | Zirc in spindle
52T7G958000DI16 95 80 Standard | 22.0 down | 5200 lbs | Galvanized | 6-5.5 Idler Straight | Zirc in spindle

60TG877222DV 87 72 Standard | 22.0 down | 6000 lbs | Galvanized None V-Bend | Zirc in spindle
60TG877222DVI6 | 87 72 Standard | 22.0 down | 6000 lbs | Galvanized | 6-5.5 Idler V-Bend | Zirc in spindle
60TG958032DV 95 80 Standard | 32.0 down | 6000 lbs | Galvanized None V-Bend | Zirc in spindle
70TG958032DV 95 80 Standard | 32.0 down | 7000 lbs | Galvanized None V-Bend | Zirc in spindle
Weld-On Side Mount Bracket Kits
Description
Side Mount Bracket Kit 3.5K
100166 For up o 212" sq. Tubing
Mig#AP-166

Description

Side Mount Bracket Kit 5.2 - 6K
100167 For 3" sq. Tubing
Mig#AP-167

Description

Side Mount Bracket Kit 7K
100168 For 3.5" sq. Tubing
Mig#AP-168

Top Mount Torsion Fastener Kit

Part # Description

100148 Contains: %" bolts, nuts & flat washers to mount one torsion axle
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