Reverse Lock Out Solenoid

Part # Description

Reverse LOCKOUT switch is required for actuators without

4800 a free-backing feature built-in. Set for “Normally Open”.

4799 2 wire for non-metallic master cylinders - “Normally Open”

Back Flow Style Brake Solenoid

4804 Reverse RECIRCULATING switch is required for actuators without a
free-backing feature built-in. Set for “Normally Open’.

34500 UFP Recirculating Solenoid Valve (connecting tube NOT included)

34508 Connecting Tube for UFP Valve

Part # Description

5283 Adapter to attach solenoid to old style Dico/Titan model 10 & 20 fittings

Brake Flush Kit

Fresh water flushing system emits a forceful flow of fresh water,
showering internal parts of the brake unit, quickly, corrosive salt water,
silt and mud are flushed free to extend brake component life.

4805 Kit for trailer with brakes on single axle
4805-T Kit for trailer with brakes on 2 axles
4805-G Replacement garden hose fitting
4805-N Replacement pop-in spray nozzle

Brake Flanges

91138 1%4" Square Mounting, 4 Bolt Holes

91146 2" Square Mounting, 5 Bolt Holes

91147 2%" Round Mounting, 4 Bolt Holes

91151 2¥%" Round Mounting, 5 Bolt Holes

91149 3" Round Mounting, 4 Bolt Holes

Brake Mounting Hardware Kits

Part # Description Contains
(5) - #4143 ( ¥-24 x 1" bolt)
4733 Brake Hardware for (5) - #4145 ( ¥slock washer)
12" Electric and Hydraulic (5) - #4144 ( ¥s-24 nut)
4745 Brake Hardware for 7 & 10" Electric, (4) - #4141 (’/rdock washer)

7 & 8.5" Hydraulic (4) - #4142 (7/1620 nut)
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