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Trailer Tires (Continued)
Part # Tire Size LR Rating Capacity Dimensions
10070 | ST205/75D15 | C 6 1,820 lbs |27.13 OD - 8.46 W F78 - 15C
10070-C| ST205/75D15 | C 6 | 1,8201bs |27.13 0D -8.46 W Carlisle
10073 | ST205/75D15 | C 6 1,820 lbs | 27.10 OD - 8.00 W USA Trail
10071 | ST205/75R15 | C 6 1,820 Ibs | 27.10 OD - 8.00 W Radial
10831 | ST205/75R15 | C 6 1,820 lbs |27.20 OD - 8.00 W Radial-Carlisle
10071-G| ST205/75R15 C 6 1,820 Ibs | 27.20 OD - 8.00 W Radial-Goodyear
10072 | ST225/75D15 | C 6 2,150 |bs | 28.31 OD - 9.33 W H78 - 15C
10074 | ST225/75R15 | C 6 2,150 Ibs | 28.30 OD - 8.80 W | Radial-Goodyear
10076 | ST225/75D15| D 8 2,540 |bs | 28.31 OD - 9.33 W H78 - 15D
10076-C| ST225/75D15 | D 8 2,540 lbs | 28.31 OD - 9.33 W Carlisle
10077 | ST225/75D15| D 8 2,540 lbs | 28.60 OD - 9.00 W USA Trail
10075 | ST225/75R15 D 8 2,540 lbs | 28.30 OD - 8.80 W Radial
10075-C| ST225/75R15 D 8 2,540 |bs | 28.30 OD - 8.80 W Radial-Carlisle
10075-G| ST225/75R15 D 8 2,540 |bs | 28.30 OD - 8.80 W Radial-Goodyear
10824 | ST225/75R15 E 10 | 2,830 1lbs |28.30 OD - 8.80 W Radial-Carlisle
10093 750x 16 LT E 10 2,780 1bs | 31.90D-9.0W
10092 | LT235/85R16 E 10 | 3,0421lbs | 31.90D-9.1W Radial
10092-C| ST235/85R16 | D | 10 | 3,200 lbs | 31.74 OD - 9.20 W Radial-Carlisle
10841 | ST235/80R16 E 10 3,520lbs | 31.90D-9.1W Radial
10099 | L1235/85R16 | G 14 3,750 1bs | 31.90D-9.1 W Radial
10094 | 875x16.51LT E 10 2,680 1bs | 29.70D-8.7W

Understanding Tire Markings
Original Equipment Approval Code

All tires must have a DOT, Department of Transportation Below are the tire markings most commonly seen
numbers which indicate that the tire has passed all minimum on fires sold in the US. All tires must have a
DOT sicndarcs. US Department of Transportation (D.O.T.) approval.
Uniform Tire Quality Grading (UTQG) Marking

The Department of Transportation requires each manufacturer Tire Size Designation Service Description

(Euro Metric Shown) (Load Rating Speed Rating)

to grade its tires under the Uniform Tire Quality Grade (UTQG)
labeling system and establish ratings for treadwear, traction,
and temperature resistance. These test are conducted indepen-
dently by each manufacturer following government guidelines 1 / /S Severe Snow

Service Symbol

to assign values that represent a comparison between the tested . .
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tire and a control tire. While traction and temperature resistance (et PR Original Euigmen
ratings are specific performance levels, the treadwear ratings 3 D.OT Complicmce N o Shoun)
are assigned by manufacturers following field testing and are fre Identification Number

most accurate when comparing tires of the same brand.

Int’l Compliance Codes Tire Brand
(E.C.E. Shown) Name

Tire Size Markings

The tire size shown above is 225/50R16. The 225 represents its
section width (tire width in mm). “50” is the tfires “Aspect Ratio” .
(the ratio of the sidewall height to the tread width). The “R” Name sk vl
represents tire construction, in this case radial, and the last item

is the “16” which represents the rim/wheel size.
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