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A mounting method where the weight of the load is transferred from the axle to the wheel via 
the pilot. Common in steel wheels 16" in diameter and larger where there is a flat faced surface 
at the point where the nut mates to the wheel and the wheel mates to the hub. Typically uses 
either a clamping ring with a 90 degree nut, requiring less torque, or a flanged nut .625" or 
larger in thread diameter. The clamping ring method provides a coined surface to retain nut 
torque which is similar in method to a stud mount wheel. A flanged nut retains torque via the 
compression of the large outer flange. The measurement of the wheel pilot and the hub pilot is 
very closely matched so that the weight is transferred via the pilots and not the studs.

Pilot Mount
Coined

Flat

Flat w/Clamp Ring

Part # Fits
Wheel
Size

Bolt
Hole

Bolt
Pattern

Wheel
Capacity

Center
Hole Color

10493 Hayes 16 x 6 .625" 4.788 on 6½" 2,500 lbs Silver

In-Out “Coined”, Stud Piloted

Flat Face, Hub Piloted

Part # Fits
Wheel
Size

Bolt
Hole

Bolt
Pattern

Wheel
Capacity

Center
Hole Color

10497

 10498

10587

10588

10590

Hayes

Hayes

Dexter

Dexter

Dexter

16 x 6

16.5 x 6.75

16 x 6

16.5 x 6.75

17.5 x 6.75

.625"

.625"

.625"

.625"

¾"

4.88

4.88

4.75

4.75

6.50

8 on 6½"

8 on 6½"

8 on 6½"

8 on 6½"

10 on 8¾"

3,200 lbs

2,500 lbs

3,200 lbs

3,000 lbs

4,710 lbs

Grey

Grey

Silver

Silver

Grey

Part # Rim Size CapacityBolt Pattern Pilot
Hole

Negative
Offset

Positive
Offset

10190

10195

10196

10197

10193

10198

10199

14" x 5"

15" x 6"

15" x 6"

15" x 10"

16" x 6"

16" x 8"

16.1" x 11"

4 on 5"

5 on 5½"

6 on 6"

8 on 8"

6 on 6"

8 on 8"

8 on 8"

    "

½"

-

-

-

-

-

3.62"

4"

4.62"

6"

4.62"

6"

6"

1,250 lbs

2,200 lbs

3,500 lbs

5,000 lbs

3,500 lbs

5,500 lbs

5,500 lbs

-

-

1.12"

1.12"

1.25"

1    "

1    "

NOTE: Other agricultural hub groups and wheels available on request

Offset is measured from the 
wheel mounting surface to the 
centerline of the wheel. There are 
two types of offset - Positive 
and Negative. 
Positive Offset is when the 
wheel mounting surface is outside 
of the wheel centerline. 
Negative Offset is when the 
wheel mounting surface is inside 
of the wheel centerline. 

Agricultural Wheels


