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Trailer Tire & Wheel Assemblies - Galvanized

Load Tire Wheel Bolt

Part Tire Size Range |Capacity Color Pattern Note

10201 480 x 8 B 590 lbs Galv. 4 on 4" -
10201-C 480 x 8 B 590 Ibs  Galv. 4 on 4" Carlisle

10202 480 x 8 B 590 lbs Galv. 5 on 4%;" -
10202-C 480 x 8 B 590 Ibs  Galv. 5 on 4v%" Carlisle

10223 20.5x8x 10 C 1,105lbs Galv. 40n4" -
10224 20.5x8x10 C 1,1051Ibs Galv. 5 on 4" -
10225 20.5x8x 10 D 1,3301lbs  Galw. 5 on 4" -
10226 20.5x8x 10 E 1535Ibs Galv. 5 on 4%;" -
10226-C 20.5x8x 10 E 1535lbs Galw 5 on 44" Carlisle

10381 ST175/80D13 B 1,100 Ibs Galv. Spoke 4 on 4" -

10382 ST175/80D13 B 1,100 Ibs Galv. Spoke 5 on 4%%" -

10383 ST175/80D13 C 1,360 Ibs Galv. Spoke 5 on 4%%" -
10383-C ST175/80D13 C 1,360 Ibs Galv. Spoke 5 on 4%%" Carlisle

10828 ST215 x 75D14 1,865 Ibs Galv. Spoke 5 on 4%%"

10387 ST225 x 75D15 2,150 Ibs Galv. Spoke 5 on 4%"

10388 ST225 x 75D15 D 2,540 Ibs Galv. Spoke 6 on 5%2" -
10388-C ST225 x 75D15 D 2,540 Ibs Galv. Spoke 6 on 5%2" Carlisle

10858 ST235/80R16 3,520 Ibs Galv. Spoke 8 on 6%2"



