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Ball SizePart # Description
Max Vertical

Capacity
Ring

Thickness
Trailer
GVW

Inside Ring
Diameter Req’d

18835 Ring to Ball Coupler 1     "
and 2" 2" to 3" 1" to 1½" 3,500 lbs 350 lbs

Coupler Adapter

Inside HeightPart # Pin Size
Max Vertical

Capacity
Trailer
GVW

Inside Channel
Width Req’d

18979 ¾" 2"

Thru-Bolt Size

" (2 required) 12,000 lbs 1,250 lbs

Inside HeightPart # Pin Size
Max Vertical

Capacity
Trailer
GVW

Inside Channel
Width Req’d

18078 1" 2½"

Thru-Bolt Size

    " (3 required) 20,000 lbs 2,000 lbs

Adjustable Clevis

Inside HeightPart #
Max Vertical

Capacity
Trailer
GVW

Inside Channel
Width Req’d

Inside Ring
Diameter

18128 3" 1     "   

Thru-Bolt Size

14,000 lbs 2,000 lbs

Adjustable Lunette Eye

Channel & Bolt

2     "

2     "

2     "" (2 required)

18127 3" 1    "   20,000 lbs 2,000 lbs2     "" (2 required)

18126

18128-K

2½" 1"   

#18128 Adjustable Lunette Eye, #18978 Channel & Bolt Kit
18128-XL #18128 Adjustable Lunette Eye, #18977 Channel & Bolt Kit

20,000 lbs 1,000 lbs2     "" (2 required)

Coupler Adapter & Tongue
Adjustable Clevis & Lunette Eye
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Part #
Painted

Thru-Bolt
SizeBall Size Trailer GVWSAE

Class
Repair

Kit#
Inside

Channel

18977

2376145B

Channel

Channel

6 Holes - 2" Centers

6 Holes - 2" Centers

12,000 lbs

30,000 lbs

Part #
Painted

Thru-Bolt
SizeBall Size Trailer GVWSAE

Class
Repair

Kit#
Inside

Channel

18978
2373142B

Channel
Channel

4 Holes - 2" Centers

4 Holes - 2" Centers

12,000 lbs
30,000 lbs

Part #
Painted

Note

18095
Thru-Bolt Kit - contains (2)      " x 4½" bolts and nuts to attach coupler to channel.

Grade 5

2     "

2     "

2     "

2     "

18096
Thru-Bolt Kit - contains (2)      " x 4½" bolts and nuts to attach coupler to channel.

Grade 8 for 30K Channel


