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WLL: Working Load Limit is the maximum load (in 
pounds) which should ever be applied to any 
assembly, when the assembly is new and the load is 
uniformly applied in direct tension to a straight, 
untwisted assembly.
MBS: Minimum Breaking Strength is the minimum 
force required to cause the chain, accessory, or 
assembly to fail or become distorted and no longer 
usable. This figure should be used to determine the 
breaking strength of an item. 
All safety ratio ratings (WLL) are the 
maximum safe load which the assembly 
should be subject to at any time.

   "

Anchor Shackle
(Galvanized)

Part # Chain Size

2860

2861

2862

2863

2864

2865

      "

¼"

      "

     "

      "

½"

 ¼"

      "

     "

      "

½"

     "

Pin Diameter WLL

667 lbs

1,000 lbs

1,500 lbs

2,000 lbs

3,000 lbs

4,000 lbs

Clevis Slip Hook w/Safety Latch
System 4 High Test (Zinc Plated)

¼"

      "

     "

½"

     "

.38"

.44"

.47"

.63"

.73"

1,950 lbs

2,875 lbs

4,000 lbs

6,500 lbs

8,000 lbs

      "

Part # Fits Chain Size Pin Diameter WLL

2873 1,900 lbs Zinc

Drop forged 1045 steel. Hot galvanized and load rated. For joining welded chain 
attachments. Meets Federal Specs. #RR-C-271B, Type 4,Class 1.Pin=4130 Alloy

Drop forged carbon steel hook, heat treated. For use with System 3 Proof Coil or System 4 High 
Test. Slip hooks have a lower Working Load Limit than the same type/size chain or 
grab hook.

2866

2867

2868

2869

2870

Grab Hook
System 7 Transport Grade (Zinc Plated)

Part # Fits Chain Size Pin Diameter WLL

Drop forged, carbon steel hook, heat treated. Use w/System 3 Proof Coil or System 4 High Test.

Made of mild steel, for temporary low carbon chain repair and coupling of attachments.When 
using cold shuts with chain, use one size larger than chain size. Cold shuts shall not be reused after 
closure has been made. Use with low carbon chain only

.38"

.44"

.47"

.63"

2843
2844

2845

2846

¼"

      "

     "

½"

3,600 lbs

5,400 lbs

7,500 lbs

12,700 lbs

Safety Snap Hook
Part # Eye ID WLL Finish

2840

2841

¾"

      "

230 lbs

4,000 lbs

Bronze

Zinc

3/8" Cold Shut
Part # Chain Size WLL Finish

Quick Link
(Zinc Plated)

Part # Trade Size

2849

2850

2851

2852

2853

2854

      "

¼"

      "

     "

      "

½"

 .195" (5mm)

.235" (6mm)

.313" (8mm)

.350" (9mm)

.395" (10mm)

.475" (12mm)

Material Dia. WLL

610 lbs

880 lbs

1,540 lbs

1,980 lbs

2,920 lbs

3,300 lbs

Snap Hook
(Zinc Plated)

.195" (5mm)

.225" (6mm)

.305" (8mm)

.345" (9mm)

.465" (12mm)

105 lbs

395 lbs

507 lbs

771 lbs

905 lbs

Part # Fits Chain Size Pin Diameter WLL

2878 1,900 lbsZinc

Fast, easy connection for permanent or temporary attachment. Use with low carbon chain only.

Fast, easy connection for permanent or temporary attachment. Use with low carbon chain only.

2879

2880

2881

2882

2883

S-Hook
(Zinc Plated)

Part # Size Class WLL

Heated treated, medium carbon steel. Designed to keep trailer connected to vehicle if hitch fails or 
comes uncoupled.

Drop forged carbon steel hook, heat treated. For use with System 3 Proof Coil or System 4 High 
Test. Slip hooks have a lower Working Load Limit than the same type/size chain or 
grab hook.

S-Hook w/Safety Latch

Grab Hook
Part # Size Finish WLL

    "

¼"

     "

     "

½"

2847

2848

2855

   "

   "

    "

I

II

III

750 lbs

1,250 lbs

1,900 lbs

Part # Size Class WLL

Heated treated, medium carbon steel. Designed to keep trailer connected to vehicle if hitch fails or 
comes uncoupled.

2837

2838

2839

   "

   "

    "

I

II

III

750 lbs

1,250 lbs

1,900 lbs

Anchor Shackle Clevis Slip Hook Grab Hook Safety Snap Hook Cold Shut

Quick Link Snap Hook S-Hook S-Hook
w/Safety Latch

Grab Hook


