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Bolt-On D-Ring Assemblies
w/Attachment Clips
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Part # Description

.. . . G I
5006 /4" Welded D-Ring w/Bolt-on Clip 400 Ibs ]]/8 !

1,200 Ibs Break Strength I ! l
1% <
6006-A D-Ring Only \Wé})[()‘A'
Vs DIA.

6006-B Bracket Only 1% 2

Forged D-Ring Assemblies
w/Weld-On Clips

Part # Description WLL
140 DY _R; _ .
6009 Forged 2" D-Ring Assembly w/Bolt-on Clip 4,000 Ibs
12,000 lbs Break Strength %
6009-A D-Ring Only
6009-B Bracket Only
Part # Description WLL <
5/.0 _Ri _ . T
5001 Forged ﬁag[;ggnlgbAsBsemflsy w/Wild on Clip 6,300 Ibs 1 5
, s Break Strengt / l
6001-A D-Ring Only
f— 3 —
5 ——f
6001-B Weld-On Bracket Only
Part # Description WLL
6002 Forged 1" D-Ring Assembly w/Weld-on Clip (Long) 15,600 Ibs 6
47,000 lbs Break Strength
o
6002-A D-Ring Only ar
o8
6002-B Weld-On Bracket Only EL
s
s

Description

7115 % " x 17/8" x 38" Tiedown Weld-on U-Bolt .
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