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Part # "‘;’“ Description (e1,%
-]
47267 (Disc*) 1 Master Cylinder Assembly - Includes all Nuts, Baffle, all Seals, 1 g—é‘
47271 (Drum) 9 O-rings, Gaskets & Seals (*check valve removed) . §g
47259 2 Safety Stop & Spring 1 »
rw
47254 3 Latch Kit Assembly Low Profile 1 %;:';
=0
[
17025 4 Coupler Housing & Latch Kit (3) Low Profile Assembly 1 -
: . . . o
47258 4 Coupler Housing & Latch Kit (3) with Master Cylinder Assembly (1) : ;5
1 1]
47255 5 Roller Kit inclueds - Includes all Rollers, Pins, Bushings & Nuts 1 % g.
@3
50304 6 Cable Assembly (Breakaway) 1
47256 7 Safety Pin Cable with Bracket & Screws 1 ;.g-
‘llll
48804 8 Master Cylinder Fill Cap with Internal Bladder 1 o
48759 9 Fill Cap Cover 1
=58
12138 10 Button Head Torx Screws /4" - 20 x 1" 4 f;*.:”'%
2%a
48762 11 Actuator Housing 1 -
11253A 12 Solenoid with Return Tube (optional) 1 é’a,g
S
11262 13 Solenoid Return Tube 1 %g i
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Bushin ﬂ@ T\ Jam
¢ 4’ Nut

Note: The jam nut has a lower
profile and is thinner than a
standard nut. Caution! Do not
use pneumatics with medium
or high torque ratings! Use
only low torque pneumatics, (/4"
drive butterfly or ratchet wrench
recommended) Torque jam nylock
\nut o 15-20 ft/lbs MAXIMUM.
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@ Coupler Assembly/Latch Kit
with Master Cylinder

SOYIHMS

@561 -863-2220+800-330-1800 @ 561-863-2250+888-330-1888 @ order@expediter.com ¥/




